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1. Introduction
Before assembling, please read this manual. Familiarize yourself with the process and the necessary
precautions for efficient and safe assembly of this Westeel External Logo Mounting Kit.

Everyone present at the assembly site is required to be familiar with all safety precautions.

Keep this manual available for frequent reference and review it with new personnel. Call your local
distributor or dealer if you need assistance or additional information.

1. INTRODUCTION EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN
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2. Safety
2.1. Safety Alert Symbol and Signal Words

This safety alert symbol indicates important safety messages in this manual. When you see
this symbol, be alert to the possibility of injury or death, carefully read the message that
follows, and inform others.

Signal Words: Note the use of the signal words DANGER,WARNING, CAUTION, and NOTICE with the safety
messages. The appropriate signal word for each message has been selected using the definitions below as a
guideline.

Indicates an imminently hazardous situation that, if not avoided, will result in serious injury or
death.
Indicates a hazardous situation that, if not avoided, could result in serious injury or death.

Indicates a hazardous situation that, if not avoided, may result in minor or moderate injury.

Indicates a potentially hazardous situation that, if not avoided, may result in property damage.

2.2. General Safety Information
Read and understand all safety instructions, safety decals, and manuals and follow them when assembling the
equipment.

• Only experienced personnel who are familiar with this type of assembly and
installation should perform this work. Untrained assemblers/installers expose
themselves and bystanders to possible serious injury or death.

• Do not modify the external logo mounting kit in any way or deviate from the instructions in this manual
without written permission from the manufacturer. Unauthorized modification or methods may impair the
function and/or safety. Any unauthorized modification will void the warranty.

• Follow a health and safety program for your worksite. Contact your local occupational health and safety
organization for information.

• Contact your local representative or Westeel if you need assistance or additional information.

• Always follow applicable local codes and regulations.

EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN 2. SAFETY



6 198202 R3

2.3. Personal Protective Equipment
The following Personal Protective Equipment (PPE) should be worn when installing the equipment.

Safety Glasses
• Wear safety glasses at all times to protect eyes from debris.

Coveralls
• Wear coveralls to protect skin.

Hard Hat
• Wear a hard hat to help protect your head.

Steel-Toe Boots
• Wear steel-toe boots to protect feet from falling debris.

Work Gloves
• Wear work gloves to protect your hands from sharp and rough edges.

2. SAFETY EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN
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3. Before You Begin
3.1. Product Storage

Rust on Galvanized Parts
1. White rust forms when moisture is allowed to collect on galvanized surfaces that have yet to develop the

durable zinc oxide layer. This zinc oxide layer naturally occurs as the surface interacts with carbon dioxide,
and is characterized over time by the dull grey appearance that weathered galvanized surfaces get.

2. Parts that are not well ventilated or well drained can collect water between surfaces and develop white rust.

3. White rust is not a structural concern if its development is stopped in the early stages. A light film or
powdery residue can occur after a period of heavy rainfall or a short time of improper storage. If white rust
has started to develop, separate parts and wipe off any moisture. Next, using a clean cloth, apply a thin
layer of petroleum jelly or food-grade oil to the entire part.

4. If moisture is left on parts, this white rust can become more aggressive and turn into red rust. Red rust can
cause degradation in the material and become a structural concern. Any parts that have red rust should be
replaced immediately.

Storage Guidelines
• Keep all bundles dry before assembly of the bin.

• Start assembly as soon as possible.

• Do not lay bundles on the bare ground. Raise all bundles 6" to 8" off the ground on wood blocks or timbers.
(See Detail A in Figure 1 on page 7.)

• Store curved wall sheets ‘hump-up’. (See Detail A in Figure 1 on page 7.)

• All other bundles material should be placed so they are well sloped to promote good drainage. (See Detail B
in Figure 1 on page 7.)

• Roof sheets must be elevated at least 12" at the small end of the sheets. (See Detail B in Figure 1 on page
7.)

• Temporary storage can be provided by erecting a simple framework supporting a waterproof tarp. (See
Detail C in Figure 1 on page 7.)

• All bin boxes, ladder boxes and hardware boxes should be stored inside. These are not waterproof, and will
deteriorate in normal weather conditions, allowing moisture to contact the parts inside.

Figure 1. Product Storage
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If Parts Become Wet
1. If parts become submerged or wet, the bundles should be opened as soon as possible, sheets or material

separated and dried. Keep separated until assembly.

EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN 3. BEFORE YOU BEGIN
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Brace parts properly so as to avoid damage or injury from material falling when in storage. (See Detail D in
Figure 1 on page 7.)

2. Any boxed parts that become wet should be dried and stored in a new box that is free of moisture.

3. In addition to wiping down wall sheets, a food-grade oil can also be applied with a clean, lint-free cloth. This
will assist in preventing any further moisture from contacting the galvanizing on the steel. Due to safety
concerns with installation and use,Westeel does not recommend the use of oil on other parts such as roof
sheets and safety ladders.

3. BEFORE YOU BEGIN EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN
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4. Preparation
4.1. Check Shipment
Unload the parts at the assembly site and compare the packing slip to the shipment. Ensure that all items have
arrived and that none are damaged.

Report damaged parts or shortages immediately to your dealer. Your dealer will order replacement parts
immediately to ensure that assembly will not be held up by missing parts. All parts will be charged for and
credit will be issued by party at fault. No credit will be issued if freight bills are signed as received in good
condition.

4.2. List of Tools and Equipment
Use quality tools and equipment. Use them safely, and correctly, for their intended use. Tools for this
application should include:

Tools
• Electric or pneumatic (air) impact tools

• Power drill and drill bits

• Sockets (multiple 9/16" and 1/2" sockets recommended)

• Large-pocket carpenter pouch

• 8" (20 cm) metal punches (for aligning bolt holes)

• Step and extension ladders, construction grade

• 6-point wrenches (Imperial, box end)

• Scaffolding

Minimum Recommended Safety Equipment
• A properly-stocked first-aid kit

• Eye, foot, head, and hand protection (safety glasses, steel-toed boots, hard hat, work gloves)

• Cable, chain, or rope to tie-off bin or jacks in case of wind

• Body harness and lifeline (for use where falling hazard exists)

• Ground fault interrupt protected electrical hook-ups

EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN 4. PREPARATION
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5. Assembly
Before continuing, ensure you have completely read and understood this manual’s
Safety section, in addition to the safety information in the section(s) below.

5.1. Assembly Safety

• Do not take chances with safety. The components can be large, heavy, and hard to handle.
Always use the proper tools, rated lifting equipment, and lifting points for the job.

• Carry out assembly in a large open area with a level surface.

• Always have two or more people assembling the external logo mounting kit.

• Make sure you have sufficient lighting for the work area.

• Tighten all fasteners according to their specifications. Do not replace or substitute bolts,
nuts, or other hardware that is of lesser quality than the hardware supplied by the
manufacturer.

• Stay away from overhead power lines and other obstructions during assembly. Contact with
power lines can cause electrocution.

• Do not work in high winds.

• The equipment shall be installed in accordance with applicable local codes and regulations.

5. ASSEMBLY EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN
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5.2. Overview
Important
Please read these instructions fully and familiarize yourself with the process and the necessary
precautions for efficient and safe assembly. In addition, anyone present at the assembly site is required
to be familiar with all safety precautions.

Table 1. Logo Sheet Setup for Different Bin Configuration

Configuration Type Logo Sheet for 44.5" Wall Sheet Logo Sheet for 33.5" Wall Sheet

Two stiffeners per
bin wall sheet

Logo sheet spans two stiffeners, and
connects to a sheet seam on each end.

Not applicable.

Three stiffeners per
bin wall sheet

Logo sheet spans and connects to a sheet
seam on each end.

Not applicable.

Unstiffened Bin Logo sheet spans and connects to a sheet
seam on each end.

Logo sheet spans and connects to a sheet
seam on each end.

5.3. Limitations
Always respect the following limitations when installing the external logo sheet:

Tier Position Limitation
Top tier
(Stiffened bin)

The top bolt hole on each external logo sheet mounting bracket should be
aligned with the third bolt hole from the top on each respective stiffener and
with the bolt hole on the third corrugation peak from the top of the wall sheet
to ensure sufficient eave clearance.

Top tier
(Unstiffened bin)

The top bolt hole on each external logo sheet mounting bracket should be
aligned with the bolt hole on the third corrugation peak from the top of the wall
sheet to ensure sufficient eave clearance.

All other tiers
(Stiffened bin)

The position of the external logo sheet mounting brackets on the stiffeners / wall
sheet can vary, including overlapping a seam between tiers, as long as the
brackets do not overlap any stiffener splice plates.

All other tiers
(Unstiffened bin)

The position of the external logo sheet mounting brackets on the wall sheet can
vary, including overlapping a seam between tiers.

Tiers with wind ring The external logo sheet cannot be installed in the same position as a wind ring,
as the two components would physically interfere with each other.

Note
With the exception of the limitations, the external logo sheet can be placed according to customer
preference.

EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN 5. ASSEMBLY
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5.4. Install Logo Sheet Mounting Brackets
Important
The logo sheet brackets should be installed at the same time as the corresponding wall sheet and
stiffeners (if installed on a stiffened bin) are installed, sharing the same bolts.

5.4.1 Mounting Bracket Install Location
Figure 2. Edge Bracket Wall sheet Hole Locations

Inner Vertical Bolt Hole Column

5. ASSEMBLY EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN
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Figure 3. Bracket Locations for Two-Stiffener Wall Sheet

Figure 4. Bracket Locations for Three-Stiffener Wall Sheet

Figure 5. Bracket Locations for Unstiffened Wall Sheet

EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN 5. ASSEMBLY
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5.4.2 Mounting Bracket Orientation
Figure 6. Bracket Overview

Edge Mounting Bracket (232805)
(For 44.5" Wall Sheet)

Middle Mounting Bracket (232770)
(For 44.5" Wall Sheet)

Logo Sheet SideBin Wall Sheet Side Logo Sheet SideBin Wall Sheet Side

Edge Mounting Bracket (232806)
(For 33.5" Wall Sheet)

Middle Mounting Bracket (232808)
(For 33.5" Wall Sheet)

Logo Sheet SideBin Wall Sheet Side Logo Sheet SideBin Wall Sheet Side

5. ASSEMBLY EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN
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Figure 7. Bracket Orientation

Edge Brackets

Middle Brackets

Bin Wall Sheet

Right FacingLeft Facing

Right FacingLeft Facing

EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN 5. ASSEMBLY
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5.4.3 Installing Mounting Brackets
Important
Ensure that the tops and bottoms of all brackets are aligned.

Note

• When a bracket attaches directly to the wall sheet, all bolt heads are on the outside of the bin.

• When a bracket attaches to a stiffener, all bolt heads are on the inside of the bin.

Important
Fully tighten all the bolts that are securing the brackets/stiffeners/wall sheet.

Figure 8. Installing Edge Mounting Bracket

Sealing Washer
(P/N: 154951)

3/8" Bolt
(From Existing Bin Hardware)

Edge Mounting Bracket

3/8" Nut
(From Existing Bin Hardware)

Inner Bolt Hole

Bin Wall Sheet
(Left Edge)

5. ASSEMBLY EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN
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Figure 9. Installing Middle Mounting Bracket (on Stiffener)

3/8" Bolt
(From Existing Bin Hardware)

Middle Mounting Bracket

3/8" Nut
(From Existing Bin Hardware)

Stiffener Bolt Hole

EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN 5. ASSEMBLY
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Figure 10. Installing Middle Mounting Bracket (on Wall Sheet)

Sealing Washer
(P/N: 154951)

3/8" Bolt
(From Existing Bin Hardware)

Middle Mounting Bracket

3/8" Nut
(From Existing Bin Hardware)

Field Drilled Bolt Hole
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Table 2. Bracket Installation Detail

Bin
Configuration

Edge bracket installation Middle bracket installation

Unstiffened
(44.5" Sheet) • Use inner vertical column of holes

(Figure 2 on page 12), measured 2.625"
from the edge of the wall sheet.

• Some holes (0.406") need to be field
drilled (drill bit size - 13/32") on
corrugation peaks of the wall sheet if
there are no holes on the wall sheet to
match holes on the brackets.

1. Field drill one 0.406" hole measured
39.5" from the left edge of the wall
sheet and horizontally aligned with the
top slot in the edge mounting bracket.

2. Field drill a second hole 16" down from
the first hole.

3. Field drill a third hole 16" down from
the second hole.

4. Repeat steps 1 through 3 measured
from the right edge of the wall sheet.

Two-stiffener
(44.5" Sheet) • No field drilling required.

• Share the same bolts with wall sheet.

• Use inner vertical column of bolt holes
(Figure 2 on page 12) that are measured
2.625" from the edge of the wall sheet.

Share the same bolts with the stiffener.

Three-stiffener
(44.5" Sheet) • No field drilling required.

• Share the same bolts with wall sheet.

• Use inner vertical column of bolt holes
(Figure 2 on page 12) that are measured
2.625" from the edge of the wall sheet.

1. Field drill one 0.406" hole measured
39.5" from the left edge of the wall
sheet and horizontally aligned with the
top slot in the edge mounting bracket.

2. Field drill a second hole 16" down from
the first hole.

3. Field drill a third hole 16" down from
the second hole.

4. Repeat steps 1 through 3 measured
from the right edge of the wall sheet.

Unstiffened
(33.5" Sheet) • Use inner vertical column of holes

(Figure 2 on page 12), measured 2.625"
from the edge of the wall sheet.

• Some holes (0.406") need to be field
drilled (drill bit size - 13/32") on
corrugation peaks of the wall sheet if
there are no holes on the wall sheet to
match holes on the brackets.

1. Field drill one 0.406" hole measured
39.5" from the left edge of the wall
sheet and horizontally aligned with the
top slot in the edge mounting bracket.

2. Field drill a second hole 8" down from
the first hole.

3. Field drill a third hole 12" down from
the second hole.

4. Repeat steps 1 through 3 measured
from the right edge of the wall sheet.

EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN 5. ASSEMBLY
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5.5. Installing the External Logo Sheet
Important
Orient the logo sheet with the logo facing outwards and right side up, and make sure it is spaced evenly
between the four mounting brackets.

Figure 11. Installing the External Logo Sheet
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(Figure showing logo sheet installation in two-stiffener configuration for example)

Table 3. Installing the External Logo Sheet

Item Description
1 Left Edge Mounting Bracket (Open Side Facing Left)
2 Left Middle Mounting Bracket (Open Side Facing Left)
3 Right Middle Mounting Bracket (Open Side Facing Right)
4 Right Edge Mounting Bracket (Open Side Facing Right)
5 External Logo Sheet
6 Self-Drill Screw, 1/4" X 1"
7 Bolt, 3/8" X 1"
8 Nut, 3/8"

5. ASSEMBLY EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN
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1. Bolt the external logo sheet to the two edge mounting brackets, through the top slot on each bracket and
the top hole of the logo sheet. Use 3/8" x 1" bolts & nuts from bin hardware. Fill the other seven slots, on
each side using 3/8" hardware.

2. Screw the external logo sheet to the middle brackets with 1/4" screws (157042). The first screw should be
located at the second corrugation valley down from the top of the external logo sheet.

• For 44.5" logo sheet: Eight screws are needed per mounting bracket spaced 4" (valley to valley) from
screw to screw.

• For 33.5" logo sheet: Five screws are needed per mounting bracket spaced 4" (valley to valley) from
screw to screw.

EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN 5. ASSEMBLY
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6. Limited Warranty:
Westeel Grain Bin Products
Westeel – Ag Growth International ("Westeel") warrants products that it has manufactured and/or
that are branded with its name (the "goods") subject to the following terms and limitations, (the
"warranty"):

Duration of Warranty

This warranty will run from the date of purchase from the dealer or distributor, authorized by Westeel.
The duration of the warranty is limited as follows:

Galvanized Bins 5 years

EasyFlow2 24 months

Westeel Fans 36 months
Floors 12 months
Catwalk 12 months

Bulk Feed Tanks 24 months
SeedStor-K Cones

Paint 12 months
Structural 30 months

Elite Cones
Paint 30 months

Structural 10 years

WESTEEL cones
Paint No Warranty

Structural 12 months
Smooth Wall Bins

Paint 60 months
Structural 10 years

Commercial Smooth Wall Bins
Paint 12 months

Structural 10 years

Limitation of Remedies Replacement

Within the warranty period,Westeel will replace the goods and/or original manufactured components
thereof which are found, to Westeel's satisfaction, to be defective. Westeel is not responsible for
direct, indirect, special, consequential, or any other damages of any kind, including personal injury to
any individual, howsoever caused, including caused by transportation of the goods for repair or
replacement.

6. LIMITED WARRANTY: WESTEEL GRAIN BIN
PRODUCTS

EXTERNAL LOGO MOUNTING KIT – WIDE-CORR® GRAIN BIN
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Procedure for Obtaining Service

In the event of a warranty claim, the purchaser must complete any and all information required by
Westeel in order to properly assess or investigate the claim. Westeel will not be responsible for the
removal of any of the goods found to be defective, or transportation charges to and from Westeel's
authorized dealer or distributor, or for installation of any replacement goods and/or parts furnished
under the warranty.

Limitations as to Scope of Warranty

The warranty does not extend to defects or damage caused, in whole or in part, by:

1. use of a kind and/or to a degree not reasonably expected to be made of the goods;

2. improper storage of the goods both prior to and after purchase;

3. damage caused by, or in the course of, installation or assembly;

4. any use of the goods which is not an intended use as specified in Westeel's published product
literature, or otherwise specified by Westeel in writing;

5. any equipment attached to or used in conjunction with the goods;

6. any field modifications or substitutions to original bin components;

7. inadequate ventilation or any other circumstance not in keeping with proper maintenance and/or
use of the goods;

8. Acts of God, accident, neglect or abuse of the goods by the purchaser and/or any other individual
or entity; or

9. Any use or installation inconsistent with Westeel’s Standard Disclaimers.

Limitations as to Manufacturer

The warranty does not cover products sold by Westeel that are not manufactured by Westeel. In those
circumstances, the purchaser is referred to the manufacturer of those products.

Limitation of Implied Warranties and Other Remedies

To the extent allowed by law, neither Westeel nor its dealers, nor any company affiliated with Westeel
makes any warranties, representations, or promises as to the quality, performance, or freedom from
defect of any Product covered by this Warranty.

WESTEEL HEREBY DISCLAIMS, TO THE EXTENT APPLICABLE, ANY AND ALL IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE. A PURCHASER’S ONLY REMEDIES IN
CONNECTION WITH THIS WARRANTY ARE THOSE SET FORTH IN THIS WARRANTY. IN NO EVENT WILL
WESTEEL, ITS DEALERS, OR ANY COMPANY AFFILIATED WITH WESTEEL BE LIABLE FOR INCIDENTIAL,
CONSEQUENTIAL OR PUNITIVE DAMAGES.

Some jurisdictions do not allow waivers of certain warranties, so the above waivers may not apply to
you. In that event, any implied warranties are limited in duration to ninety (90) days from delivery of
the products. You may also have other rights which vary from jurisdiction to jurisdiction.

Exclusive Warranty

This warranty is the only warranty provided by Westeel and all other warranties and/or commitments,
whether express or implied and no matter by whom made, statutory or otherwise, are subsumed and
replaced by it and are of no legal effect. If any provision of the warranty is held by a court of
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competent jurisdiction to be void or unenforceable, in whole or in part, such provision shall be
deemed severable and will not affect or impair the legal validity of any other provision of the
warranty.
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If you have any comments or questions on this manual, or find an error, email us at comments@aggrowth.com.
Please include the part number listed on the cover page in your message.

Westeel is an AGI Brand.

AGI is a leading provider of equipment solutions for agriculture bulk commodities including seed, fertilizer, grain, and feed systems with a growing
platform in providing equipment and solutions for food processing facilities. AGI has manufacturing facilities in Canada, the United States, the
United Kingdom, Brazil, South Africa, India and Italy and distributes its products globally.

Westeel Head Office Box 792,Winnipeg, Canada R3C 2N5
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