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1. Introduction
Before assembling, please read this manual. Familiarize yourself with the process and the necessary
precautions for efficient and safe assembly of this Westeel Bulk Feed Tank Skid.

Everyone present at the assembly site is required to be familiar with all safety precautions.

Keep this manual available for frequent reference and review it with new personnel. Call your local
distributor or dealer if you need assistance or additional information.

1. INTRODUCTION BULK FEED TANK SKID –
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2. Safety
2.1. Safety Alert Symbol and Signal Words

This safety alert symbol indicates important safety messages in this manual. When you see
this symbol, be alert to the possibility of injury or death, carefully read the message that
follows, and inform others.

Signal Words: Note the use of the signal words DANGER,WARNING, CAUTION, and NOTICE with the safety
messages. The appropriate signal word for each message has been selected using the definitions below as a
guideline.

Indicates an imminently hazardous situation that, if not avoided, will result in serious injury or
death.
Indicates a hazardous situation that, if not avoided, could result in serious injury or death.

Indicates a hazardous situation that, if not avoided, may result in minor or moderate injury.

Indicates a potentially hazardous situation that, if not avoided, may result in property damage.

2.2. General Safety Information
Read and understand all safety instructions, safety decals, and manuals and follow them when assembling the
equipment.

• Only experienced personnel who are familiar with this type of assembly and
installation should perform this work. Untrained assemblers/installers expose
themselves and bystanders to possible serious injury or death.

• Do not modify the BFT skid in any way or deviate from the instructions in this manual without written
permission from the manufacturer. Unauthorized modification or methods may impair the function and/or
safety. Any unauthorized modification will void the warranty.

• Follow a health and safety program for your worksite. Contact your local occupational health and safety
organization for information.

• Contact your local representative or Westeel if you need assistance or additional information.

• Always follow applicable local codes and regulations.

BULK FEED TANK SKID – 2. SAFETY
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2.3. Personal Protective Equipment
The following Personal Protective Equipment (PPE) should be worn when installing the equipment.

Safety Glasses
• Wear safety glasses at all times to protect eyes from debris.

Coveralls
• Wear coveralls to protect skin.

Hard Hat
• Wear a hard hat to help protect your head.

Steel-Toe Boots
• Wear steel-toe boots to protect feet from falling debris.

Work Gloves
• Wear work gloves to protect your hands from sharp and rough edges.

2. SAFETY BULK FEED TANK SKID –
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3. Before You Begin
3.1. Site Selection
Selection of an appropriate site is a very important step prior to assembling or setting up a Bulk Feed Tank (BFT)
and skid. The following must be adhered to when choosing a site:

• Choose a firm, level, well-drained site, preferably at the top of a small hill or incline so that snow/water
cannot collect near the skid.

• The soil needs a bearing capacity of at least 2,500 lb/ft 2 (120 kPa) when using a Westeel designed skid.
Check bearing capacity if there is any doubt about its adequacy. If building a BFT, refer to that manual for
further information on concrete foundation requirements.

• Top soil is not adequate for the support of a BFT and must be removed prior to assembly and replaced with
packed gravel fill.

• The foundation may be subject to frost movement. If in doubt about the site, hire a professional engineer
who is familiar with local conditions.

• Some materials that seem adequate at one time of year may become unstable later. Dry clay, for example,
may lose practically all its strength if it becomes saturated with water.

• BFTs and skids should never be located near high buildings that may cause uneven snow build up on the bin
roof or uneven wind pressure on the structure; both may result in damage.

• BFTs and skids should be positioned a safe distance from power lines or electrical transmission equipment.
Contact your local power company to obtain recommended equipment clearance information.

• Electrical control equipment in contact with the BFT must be grounded and installed in accordance with
local codes.

• Determine your electrical needs for assembly and ensure that there is the correct type and a sufficient
amount of power to operate tools, air compressors, lighting, etc.

• Ensure that there is sufficient power to operate any aeration or unload equipment that is to be installed.

• Orientation: Consider door (if equipped) and vent placement, loading auger direction, and unloading auger
direction when choosing a site.

BULK FEED TANK SKID – 3. BEFORE YOU BEGIN
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3.2. Site Conditions
Access routes to the site and within the site should be given on a site plan showing dimensions and level of
access routes, level of the prepared working area for site traffic and plant, and areas available for storage.

Construction of the shall not start until the following site conditions have planned for and evaluated for safety:

• provision and maintenance of hard standing surfaces for cranes and access equipment;

• access routes to and within the site should be included on the site plan;

• soil conditions affecting the safe operation of the structure;

• possible settlement of erection supports for the structure;

• details of underground services, overhead cables or site obstructions;

• limitations on dimensions or weights of components that can be delivered onto the site;

• special environmental and climatic conditions on and around the site;

• particulars of adjacent structures affecting or affected by the works.

3.3. Site Expansion
Future potential site expansion should be considered and planned for prior to siting and construction.

3. BEFORE YOU BEGIN BULK FEED TANK SKID –
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3.4. Foundation Specifications

3.4.1 Skid on Ground Foundation
When installing a skid on ground foundation:

1. Select a location with good drainage and free of vegetation and/or debris.

2. A minimum soil bearing capacity of 2500 lb/ft2 (120 kPa) is needed.

3. Remove loose soil in an area 2' larger than your bin diameter.

4. Fill excavated area with 3/4" crushed gravel to the depth indicated in Table 1.

5. Level and pack the gravel before placing the skid.

Note
Do not leave the center of the gravel hollow. The foundation must contact gravel at all points.

6. Place skid on ground foundation and anchor using ground anchors with a minimum rating to withstand the
loads. See Table 1.

7. Install the ground anchors as close to the skid anchor tabs as possible.

8. Loop a steel cable through the holes in the vertical flanges of the anchor tab and the eye of the ground
anchor. The steel cable must meet a minimum rating to withstand the loads. See Table 1.

Table 1. Foundation Specification

Bin Diameter Number of Anchor Points Depth of Gravel Factored Wind Uplift1
(kips/anchor bolt)

6' 8 6" - 8" 2.60

7' 8 8" - 10" 5.75

9' 12 10" - 12" 3.94

12' 16 12" - 14" 3.80
1. Based on a wind speed of 105 mph (169 km/hr)

BULK FEED TANK SKID – 3. BEFORE YOU BEGIN
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3.4.2 Skid on Concrete Foundation
When installing a skid on concrete foundation:

1. Select a location with good drainage and free of vegetation and/or debris.

2. Remove loose soil in an area 2' larger than your bin diameter.

3. A minimum soil bearing capacity of 2500 lb/ft2 (120 kPa) is needed.

4. Excavate the area 8" to 12" below bottom of pad.

5. Fill excavated area with 3/4" crushed gravel.

6. Compact gravel.

7. Reinforce and pour curb-type or single-pour foundation. Use high-strength sulphate-resistant concrete (3000
psi, 21 MPa minimum).

8. If using Welded Wire Fabric (WWF) it shall conform to "specifications for welded steel wire fabric for
concrete reinforcement" (ASTM A185).

9. The concrete foundation must be level to within 1/4" over a span of 4 ft (6 mm over 1200 mm). Any
variance from level must be shimmed under a corner of the skid.

10. Recommended sizes are designed to resist 1.5 times the overturning due to a 30 psf (1.44 kPa) wind acting
on 0.6 x Area of Bin (with maximum leg height).

11. Allow the concrete to cure for a minimum of 21 days (recommended) before filling the bin. This period of
time ensures the concrete reaches at least 75% strength.

12. Place skid on concrete foundation and anchor using 1/2" anchor bolts with a minimum rating to withstand
the loads shown in Table 1 on page 9.

3. BEFORE YOU BEGIN BULK FEED TANK SKID –
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3.4.3 Anchor Bolt Layout
Figure 1. 6' Anchor Bolt Layout

34.38"

35.88"

17.19"

34.38"

38.60

19.3038.60

40.10

6' Anchor Bolt Layout

7' Anchor Bolt Layout

Note: Same dimensions to all anchor point pairs from center of skid.

Note
Same dimensions to all anchor point pairs from center of skid.
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Figure 2. 7' Anchor Bolt Layout
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Note
Same dimensions to all anchor point pairs from center of skid.
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Figure 3. 9' Anchor Bolt Layout
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9' Anchor Bolt Layout

12' Anchor Bolt Layout

Note: Same dimensions to all anchor point pairs from center of skid.

Note
Same dimensions to all anchor point pairs from center of skid.

BULK FEED TANK SKID – 3. BEFORE YOU BEGIN



14 AGI001030 R0

Figure 4. 12' Anchor Bolt Layout
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Note
Same dimensions to all anchor point pairs from center of skid.
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3.5. Site and Assembly
Unless otherwise specifically provided in writing,Westeel does not take responsibility for any defects or
damages to any property, or injury to any persons, arising from or related to any site or assembly
considerations, including but not limited to:

• Bin location and bin siting

• Soil conditions and corresponding foundation requirements
(Note that the examples provided in manuals are for specifically stated soil conditions.)

• Bin assembly (Westeel recommends the use of qualified bin installers).
Contact Westeel for information on installers in your area.

• Field modifications or equipment additions that affect the bin structure

• Interconnections with neighboring structures

• Compliance with all applicable safety standards, including but not limited to fall restraint systems (ladders or
other systems). Local safety authorities should be contacted as standards vary between jurisdictions.

3.6. Methods of Installation
The recommendations for assembling and installing Westeel grain bins must be closely followed to achieve the
full strength of the bin and to achieve adequate weather sealing. The product warranty is void if:

1. Foundations are found to be inadequate or out-of-level.

2. Anchor bolts (cast-in-place, drill-in, chemical type or other) are found to be inadequate.

3.7. Critical Assembly Requirements
To ensure a successful, safe and reliable outcome you must comply with the following assembly techniques and
practices:

1. Comply with all local code and jurisdictional requirements applicable to your BFT skid installation.

2. Design and build foundations with the necessary strength for the loads they must support, and for local soil
conditions. Westeel foundation guidelines are based on specific stated conditions and may not be applicable
to local conditions.

3. Your foundation must provide uniform and level support to the structure being supported. Surface
imperfections causing gapping must be remedied. This may involve, but not be limited to shimming under
the sections of a skid.

4. Make sure that the proper hardware is utilized for all bolted connections. If a shortage occurs, do not
substitute. Take the necessary steps to obtain the proper hardware. Make sure nuts are tightened to the
required torque values as specified in the appropriate assembly manual.

5. Comply with all assembly instructions provided in the appropriate assembly manual to make sure your
whole BFT skid is constructed safely. Important: Do not deviate from the wall sheet and upright layouts
provided.

6. Before anchoring your structure to its foundation, make sure the structure is round. The maximum variation
from perfect roundness is 3/4" on the radius. Locate anchor bolts toward the outside of the anchor bolt
holes (away from the circle) to permit the incremental expansion that can occur with the initial filling.

BULK FEED TANK SKID – 3. BEFORE YOU BEGIN
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3.8. Important Notes
• Westeel does not provide a foundation design for this product, and is not liable for any damages or injuries

related to inadequately designed or constructed foundations. Any foundation details in this manual are
considered general in nature and are intended only as a guide. Customers must contract professional
services for all foundation design and construction work.

• Contact local power officials for minimum power line clearance.

• See Section 3.7 – Critical Assembly Requirements on page 15 for mandatory siting and assembly
requirements.

• Tighten all bolts to the recommended torque settings.

3. BEFORE YOU BEGIN BULK FEED TANK SKID –



AGI001030 R0 17

4. Preparation
4.1. Check Shipment
Unload the parts at the assembly site and compare the packing slip to the shipment. Ensure that all items have
arrived and that none are damaged.

Report damaged parts or shortages immediately to your dealer. Your dealer will order replacement parts
immediately to ensure that assembly will not be held up by missing parts. All parts will be charged for and
credit will be issued by party at fault. No credit will be issued if freight bills are signed as received in good
condition.

4.2. List of Tools and Equipment
Use quality tools and equipment. Use them safely, and correctly, for their intended use. Tools for this
application should include:

Tools
• Electric or pneumatic (air) impact tools

• Power drill and drill bits

• Sockets (multiple 9/16" and 1/2" sockets recommended)

• Large-pocket carpenter pouch

• 8" (20 cm) metal punches (for aligning bolt holes)

• Step and extension ladders, construction grade

• 6-point wrenches (Imperial, box end)

• Metal-cutting saw suitable for cutting roof rings and wind rings

• Scaffolding

• Centre-post bin stand

• Crane and/or bin jacks

Minimum Recommended Safety Equipment
• A properly-stocked first-aid kit

• Eye, foot, head, and hand protection (safety glasses, steel-toed boots, hard hat, work gloves)

• Cable, chain, or rope to tie-off bin or jacks in case of wind

• Body harness and lifeline (for use where falling hazard exists)

• Ground fault interrupt protected electrical hook-ups

BULK FEED TANK SKID – 4. PREPARATION
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5. Assembly
Before continuing, ensure you have completely read and understood this manual’s
Safety section, in addition to the safety information in the section(s) below.

5.1. Assembly Safety

• Do not take chances with safety. The components can be large, heavy, and hard to handle.
Always use the proper tools, rated lifting equipment, and lifting points for the job.

• Carry out assembly in a large open area with a level surface.

• Always have two or more people assembling the BFT skid.

• Make sure you have sufficient lighting for the work area.

• Tighten all fasteners according to their specifications. Do not replace or substitute bolts,
nuts, or other hardware that is of lesser quality than the hardware supplied by the
manufacturer.

• Stay away from overhead power lines and other obstructions during assembly. Contact with
power lines can cause electrocution.

• Do not work in high winds.

• The equipment shall be installed in accordance with applicable local codes and regulations.

5. ASSEMBLY BULK FEED TANK SKID –
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5.2. Installation of the Split Skid Assemblies

1/2" HEX
FLANGE NUT

9' SPLIT SKID - AGI001002
12' SPLIT SKID - AGI001003

1/2" X 1-1/2" HEX
FLANGE BOLT

BULK FEED TANK SKID – 5. ASSEMBLY
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5.3. Installation of BFT Legs to Skid Assembly

BFT LEG

LEG BASE PLATE

SKID 
ASSEMBLY

1/2" X 1-1/2" HEX 
FLANGE BOLT

1/2" HEX FLANGE NUT

1/2" X 2" O.D. WASHER

1/2" X 2" O.D. WASHER
BETWEEN BOLT HEAD

AND UNDERSIDE OF
SKID CORNER PLATE

5. ASSEMBLY BULK FEED TANK SKID –
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6. Appendix
6.1. BFT Skid Kits
Table 2. BFT Skid Kits

Part
Number Description Unit Weight

(lbs) AGI001035 AGI001036 AGI001037 AGI001038 AGI001039

AGI001000 6' BFT SKID ASSEMBLY 190.47 1

AGI001001 7' BFT SKID ASSEMBLY 213.46 1

AGI001004 9' BFT SKID ASSEMBLY 422.76 1

AGI001002 9' BFT SKID SPLIT
ASSEMBLY 218.07 2

AGI001003 12' BFT SKID SPLIT
ASSEMBLY 287.88 2

297491 BLT HFW .50-13X1.50 ZN
G8 0.10 4 4 6 14 16

297490 NUT HX FLLK NI.50-13 ZN
G8 0.04 4 4 6 14 16

297297 WSHR FLT.531IDx 2"OD
x.12 THICK ZINC CR3 0.10 8 8 12 12 16

BULK FEED TANK SKID – 6. APPENDIX
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7. Limited Warranty:
Westeel Grain Bin Products
Westeel – Ag Growth International ("Westeel") warrants products that it has manufactured and/or
that are branded with its name (the "goods") subject to the following terms and limitations, (the
"warranty"):

Duration of Warranty

This warranty will run from the date of purchase from the dealer or distributor, authorized by Westeel.
The duration of the warranty is limited as follows:

Galvanized Bins 5 years

SureTrack 1 Year
EasyFlow2 2 Years

Westeel Fans 3 Years
Heaters 1 Years
Floors 1 Year
Catwalk 1 Year

Bulk Feed Tanks 2 Years
AGI Bulk Feed Tank Skid 2 Years

SeedStor-K Cones
Paint 1 Year

Structural 30 months
WESTEEL cones

Paint 1 Year
Structural 5 years

Smooth Wall Bins
Paint 5 years

Structural 10 years

Commercial Smooth Wall Bins
Paint 1 Year

Structural 1 Year

Limitation of Remedies Replacement

Within the warranty period,Westeel will replace the goods and/or original manufactured components
thereof which are found, to Westeel's satisfaction, to be defective. Westeel is not responsible for
direct, indirect, special, consequential, or any other damages of any kind, including personal injury to
any individual, howsoever caused, including caused by transportation of the goods for repair or
replacement.

7. LIMITED WARRANTY: WESTEEL GRAIN BIN
PRODUCTS

BULK FEED TANK SKID –
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Procedure for Obtaining Service

In the event of a warranty claim, the purchaser must complete any and all information required by
Westeel in order to properly assess or investigate the claim. Westeel will not be responsible for the
removal of any of the goods found to be defective, or transportation charges to and from Westeel's
authorized dealer or distributor, or for installation of any replacement goods and/or parts furnished
under the warranty.

Limitations as to Scope of Warranty

The warranty does not extend to defects or damage caused, in whole or in part, by:

1. use of a kind and/or to a degree not reasonably expected to be made of the goods;

2. improper storage of the goods both prior to and after purchase;

3. damage caused by, or in the course of, installation or assembly;

4. any use of the goods which is not an intended use as specified in Westeel's published product
literature, or otherwise specified by Westeel in writing;

5. any equipment attached to or used in conjunction with the goods;

6. any field modifications or substitutions to original bin components;

7. inadequate ventilation or any other circumstance not in keeping with proper maintenance and/or
use of the goods;

8. Acts of God, accident, neglect or abuse of the goods by the purchaser and/or any other individual
or entity; or

9. Any use or installation inconsistent with Westeel’s Standard Disclaimers.

Limitations as to Manufacturer

The warranty does not cover products sold by Westeel that are not manufactured by Westeel. In those
circumstances, the purchaser is referred to the manufacturer of those products.

Limitation of Implied Warranties and Other Remedies

To the extent allowed by law, neither Westeel nor its dealers, nor any company affiliated with Westeel
makes any warranties, representations, or promises as to the quality, performance, or freedom from
defect of any Product covered by this Warranty.

WESTEEL HEREBY DISCLAIMS, TO THE EXTENT APPLICABLE, ANY AND ALL IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE. A PURCHASER’S ONLY REMEDIES IN
CONNECTION WITH THIS WARRANTY ARE THOSE SET FORTH IN THIS WARRANTY. IN NO EVENT WILL
WESTEEL, ITS DEALERS, OR ANY COMPANY AFFILIATED WITH WESTEEL BE LIABLE FOR INCIDENTIAL,
CONSEQUENTIAL OR PUNITIVE DAMAGES.

Some jurisdictions do not allow waivers of certain warranties, so the above waivers may not apply to
you. In that event, any implied warranties are limited in duration to ninety (90) days from delivery of
the products. You may also have other rights which vary from jurisdiction to jurisdiction.

Exclusive Warranty

This warranty is the only warranty provided by Westeel and all other warranties and/or commitments,
whether express or implied and no matter by whom made, statutory or otherwise, are subsumed and
replaced by it and are of no legal effect. If any provision of the warranty is held by a court of

BULK FEED TANK SKID – 7. LIMITED WARRANTY:
WESTEEL GRAIN BIN
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competent jurisdiction to be void or unenforceable, in whole or in part, such provision shall be
deemed severable and will not affect or impair the legal validity of any other provision of the
warranty.

7. LIMITED WARRANTY: WESTEEL GRAIN BIN
PRODUCTS
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If you have any comments or questions on this manual, or find an error, email us at comments@aggrowth.com.
Please include the part number listed on the cover page in your message.

Westeel is an AGI Brand.

AGI is a leading provider of equipment solutions for agriculture bulk commodities including seed, fertilizer, grain, and feed systems with a growing
platform in providing equipment and solutions for food processing facilities. AGI has manufacturing facilities in Canada, the United States, the
United Kingdom, Brazil, South Africa, India and Italy and distributes its products globally.

Westeel Head Office Box 792,Winnipeg, Canada R3C 2N5
P 888.WESTEEL (937.8335) or 204.233.7133 │ E customerservice.winnipeg@westeel.com │ westeel.com
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